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[image: DIN6 (mail) and DIN5 plugs]
The power connectors on the first MicroPeripherals disk drive – the power supply connects to the 6-pin connector (right) and the second floppy disk drive connects to the five pin (left) connector.
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18 VAC between pins 1 & 2
11 VAC between pins 4 & 5

Note: pins are viewed from the
front of the 6-pin DIN male
connector.
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Sinclair Flopgv Disk
Disk Drive Pow = Supply

Use only witih Micro P.
3.5 inch Disk Drives
out: 220/240V AC 50 Hz
Output: 15V AC @ 8~"mA

9V @ 550111A
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Sinclair Floppy isk

3.5 inch Disk Drive
from Micro Peripherals

® 80 Track ® Double Sided ® 1 Mb Unformatted
Use only with Micro Peripherals AC Adaptor

Recommended by Sinclair Research Ltd. for use with
Sinclair QL computer. For service in and out of warranty,
contact the dealer from whom you bought the equipment
or any authorized Micro Peripherals dealer.

Micro Peripherals Ltd. (0256) 473232

ASSEMBLED IN ENGLAND





image4.jpeg




image5.png
{C)1985 MICRO_PER _mmuo»rmﬂmb -

MADE N ENGLaND) .,
#MIcRO P-aLepc vsy” SPC-~B| 4%nm





